
MODEL OPTIONS

Gravity Drain UC-15I

Drain Pump UC-15IP

15" Undercounter Ice Machine
subzero.com

ACCESSORIES

•  Stainless steel door panel with tubular 
or pro handle—15" or 18" width.

•  Stainless steel tubular and pro handles.

•  Cleaning and sanitizing solutions 
(must be ordered with ice machine).

•  Replacement water filter.

Accessories avail able through an authorized 
Sub-Zero dealer. For local dealer informa-
tion, visit the find a showroom section of our 
website, subzero.com.

FEATURES

•  High-volume ice machine—great for 
entertaining.

•  Produces up to 50 lbs of ice per day 
with large-capacity storage.

•  Automatic ice maker provides quality, 
octagonal-shaped ice.

•  Advanced water filtration system.

•  Produces ice in air temperature up to 
100°F.

•  Easy-access control panel.

•  Two, four and eight hour delay feature.

•  Clean and change filter indicator lights.

•  Bin light.

•  Ice scoop fits neatly in door.

•  Drain pump (UC-15IP).
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SPECIFICATIONS

PRODUCT

Dimensions 143/4"W x 335/8"H x 23"D
Door Clearance 18"
Weight 117 lb

CAPACITY

Ice Storage 26 lb

ELECTRICAL

Supply 115 VAC, 60 Hz
Service 15 amp circuit

PLUMBING

Supply 1/4" OD copper, braided 
stainless steel or PEX tubing

Pressure 20–80 psi

It is recommended that electrical supply be 
placed in an adjacent cabinet.

Specifications are subject to change without 
notice. Visit subzero.com/specs for the most 
up-to-date information.

Dimensions may vary ±1/8" (3). Dimensions in 
parentheses are millimeters unless otherwise 
specified.
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