
europa    power    breeze

firenze wall 
A Europa Classic, Firenze’s hybrid features provide the focused performance of a 600-CFM 
motor with the upgraded lighting of bloom™ hD LED light bulbs. Firenze’s architectural lines 
ascend in layers to make a simple, but powerful, statement in today’s kitchen and do double duty 
as display and/or storage areas.

zFI-M90bS 36” 240 - 600 1.8 - 6 NA NA

M o D E L S I z E I N T E R N A L  b L o w E R I N - L I N E / E X T E R N A L
Min.-Max. CFM Min.-Max. Sones Min.-Max. CFM Min.-Max. Sones



europa    power    breeze

M AY 1 1 . 0 1 0 1

s i z e 36”

P e R F O R M A N C e

INTERNAL, MIN.-MAX. bLowER CFM 240 - 600

I N T E R N A L ,  M I N . - M A X .  S o N E S 1.8 - 6

C O l O R

S TA I N L E S S  S T E E L SS

F e At u R e s

C o N T R o L S Electronic LED

S p E E D  L E v E L S 3

A U T o  D E L AY- o F F No

L I g h T I N g bloom LED 3w x 4

D U A L  L E v E L  L I g h T I N g Yes

F I LT E R S Aluminum Mesh

R E C I R C U L AT I N g  o p T I o N Yes

EXTENSIoN DUCT CovER opTIoN Yes, Up to 12’ Ceiling

d u C t  s P e C i F i C At i O N s

v E R T I C A L  -  I N T E R N A L 6”

h o R I z o N TA L  -  I N T E R N A L NA

A C  i N P u t 120v - 60hz

A C  P O w e R Max. 320w at 2.8A

O P t i O N A l   A C C e s s O R i e s

R E C I R C U L AT I N g  k I T zRC-00FI

E X T E N S I o N  D U C T  C o v E R z1C-01FI

M O u N t i N g  h e i g h t * 26” - 34”

firenze wall  |  europa classics

C e i l i N g  h e i g h t 8’ 8.5’ 9’ 9.5’ 10’ 10.5’ 11’ 12’

stANdARd  
duCt COVeR

Ducted Mounting height* 26”-33.5” 26”-34” 26”-34” 28”-34” 34”-34” NA NA NA

Recirc. Mounting height* 26”-29” 26”-34” 26”-34” 28”-34” 34”-34” NA NA NA

eXteNsiON  
duCt COVeR

Ducted Mounting height* NA NA 26”-30.5” 26”-34” 26”-34” 26”-34” 26”-34” 28”-34”

Recirc. Mounting height* NA NA 26”-26.5” 26”-32.5” 26”-34” 26”-34” 26”-34” 28”-34”

*Mounting height refers to distance between top of a 36” tall cooking surface and bottom of hood.
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STANDARD 
min. ducted - 26 1/2”
min. recirc. - 31”
max. - 50”

Z1C-01FI
min. ducted - 41 1/2”
min. recirc. - 45 1/2”
max. - 80”

10 9/16”

19 11/16”

10 3/8”

35 7/16”

3 
1/

8”

1 
5/

8”
15

 3
/4

”
5 15/16”




