
europa    power    breeze

angolo wall 
Angolo’s downward facing, angled canopy brings elegance to this fun and airy range hood. part of 
the Europa Classics, Angolo comes equipped with Electronic LED controls, a 600-CFM motor and 
rear-mounted dual-level halogen bulbs. So if your design calls for a range hood with high-level 
performance and features, but not the mass of an all-stainless design, Angolo fi ts the bill.

zAG-E30AG 30” 240 - 600 1.8 - 6 NA NA

zAG-M90AG 36” 240 - 600 1.8 - 6 NA NA

zAG-E30AG290 30” 210 - 290 1.4 - 2.8 NA NA

zAG-M90AG290 36” 210 - 290 1.4 - 2.8 NA NA

M o D E L S I z E I N T E R N A L  b L o w E R I N - L I N E / E X T E R N A L
Min.-Max. CFM Min.-Max. Sones Min.-Max. CFM Min.-Max. Sones



europa    power    breeze

M AY 1 1 . 0 1 0 1

s i z e 
z A G - e 3 0 A G   /   z A G - e 3 0 A G 2 9 0

z A G -M 9 0 A G   /   z A G -M 9 0 A G 2 9 0
30” 
36”

P e R F O R M A N C e

INTERNAL, MIN.-MAX. bLowER CFM 
z A G - e 3 0 A G   /   z A G - M 9 0 A G

zAG-e30AG290  /  zAG-M90AG290
240 - 600 
210 - 290

I N T E R N A L ,  M I N . - M A X .  S o N E S 
z A G - e 3 0 A G   /   z A G - M 9 0 A G

zAG-e30AG290  /  zAG-M90AG290
1.8 - 6 
1.4 - 2.8

C O l O R

S TA I N L E S S  S T E E L SS w/ Glass Canopy

F e At u R e s

C o N T R o L S Electronic LED

S p E E D  L E v E L S 3

A U T o  D E L AY- o F F No

L I G h T I N G halogen, 50w x2

D U A L  L E v E L  L I G h T I N G Yes

F I LT E R S Aluminum Mesh

R E C I R C U L AT I N G  o p T I o N Yes

EXTENSIoN DUCT CovER opTIoN Yes, Up to 12’ Ceiling

d u C t  s P e C i F i C At i O N s

v E R T I C A L  -  I N T E R N A L 6”

h o R I z o N TA L  -  I N T E R N A L NA

A C  i N P u t 120v - 60hz

A C  P O w e R 
z A G - e 3 0 A G   /   z A G - M 9 0 A G

zAG-e30AG290  /  zAG-M90AG290
Max. 400w at 3.3A 
Max. 171w at 1.5A

O P t i O N A l   A C C e s s O R i e s

R E C I R C U L AT I N G  k I T zRC-00AG

E X T E N S I o N  D U C T  C o v E R z1C-00AG

M O u N t i N G  h e i G h t * 26” - 34”

angolo wall  |  europa classics

C e i l i N G  h e i G h t 8’ 8.5’ 9’ 9.5’ 10’ 10.5’ 11’ 12’

stANdARd  
duCt COVeR

Ducted Mounting height* 26”-33” 26”-34” 26”-34” 28”-34” 34”-34” NA NA NA

Recirc. Mounting height* 26”-28.5” 26”-34” 26”-34” 28”-34” 34”-34” NA NA NA

eXteNsiON  
duCt COVeR

Ducted Mounting height* NA NA 26”-30.5” 26”-34” 26”-34” 26”-34” 26”-34” 28”-34”

Recirc. Mounting height* NA NA 26”-26” 26”-32” 26”-34” 26”-34” 26”-34” 28”-34”

*Mounting height refers to distance between top of a 36” tall cooking surface and bottom of hood.
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STANDARD 
min. ducted - 27”
min. recirc. - 31 1/2”
max. - 50”

Z1C-00AG
min. ducted - 41 1/2”
min. recirc. - 46”
max. - 80”
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